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11110 load []] + voice register [T1]1]

[T] Cisco 7821 /7841
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(111 10 telephony-service + ephone [TT1TT1T]

voice register global
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1[] [] telephony-service []]
SIP firmware load[]T] TFTP

1111 flash:[TT]  sip78xx.12-0-1SR1-1.loads []
[II1  telephony-service [I1T]

telephony-service
load 7821 sip78xx.12-0-1SR1-1
load 7841 sip78xx.12-0-1SR1-1

create cnf-files

a4 111 7800 [TI111] 78xx 11111

Sip78xx.12-0-1SR1-1.loads
term78.default.loads
XMLDefault.cnf.xml

(0 .sgn(] .bin[IJ

(Il flash:/ [11]

2[] 1 SIP [TTITIT1

voice register global

mode cme

source-address 192.168.11.254 port 5060
max-dn 600



max-pool 300
authenticate register
tftp-path flash:

create profile

(LTI

create profile sync 0001

300 [Tl 7821 / 7841
[TTTTTT1 ephone-dn[]

voice register dn 1
number 1001

name Userl001

(1110

voice register pool 1
id mac 0011.2233.4455
type 7821
number 1 dn 1
codec g71lulaw

no vad

7841 111

voice register pool 2
id mac OOAA.BBCC.DDEE
type 7841
number 1 dn 2
codec g71lulaw

no vad
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telephony-service

cnf-file location flash:

SIP [ITITITT]

http://192.168.11.254/ITS/Default/
tftp://192.168.11.254

11 term78.default.loads[]

I Cisco 7821/7841 CME [[[1I] 0
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I --- TFTP [0

telephony-service
load 7821 sip78xx.12-0-1SR1-1
load 7841 sip78xx.12-0-1SR1-1

create cnf-files

I --- SIP CME [IO0
voice register global

mode cme

source-address 192.168.11.254 port 5060
tftp-path flash:

max-dn 600

max-pool 300

authenticate register

create profile

I --- 7821 (O
voice register dn 1
number 1001

name Userl001

voice register pool 1
id mac 0011.2233.4455
type 7821
number 1 dn 1
codec g71lulaw

no vad



I --- 7841 [
voice register dn 2
number 1002

name Userl002

voice register pool 2
id mac 00aa.bbcc.ddee
type 7841
number 1 dn 2
codec g71lulaw

no vad
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