NAT

T
11

server

client ® zigbee ®

AGV R =%

LA

0 O

192.168.1.1:18988 192.168.10.90:8988

i
FER R G EIE client

192.168.1.64:9988 192.168.10.3:18988

AGVIERULEN 1R FRE&aREE 2350 8 E041£192.168.10.90:8988


https://bost.lesrec.cn/uploads/images/gallery/2025-08/itPOusWqA941T4VC-bf7578dd623441d93dcb882a92e6a7be.png

### *{IIIIIIT] o

#### 10 /NATIID & **
- M0  A/BO NATIIITI aall
- OO T

- (1111 BOTTTIIIIIIT 8988[TTITITIIIII AT
-0  BMOITITITIIIIIII ACL[TTIIT 192.168.1.64-192.168.10.3
I
#H#HH 2. 11T Hok
- IO *
“*“bash
# [(TIIIITIIII0 Linux[T]

sudo iptables -L -n | grep 8988
sudo firewall-cmd --list-ports # CentOS

- I S
- T aall
- IO IP0  192.168.10.3[I11T]

#H##H# 3. Asymmetric Routing[] **
- U111 ‘m -00 A-00 B-[OIO
- (111 ‘oo -00 B - I AQC
- ¥ K[ ]
" “bash
# [T
traceroute 192.168.1.64

#HEH#H# 4. MTU/MSS[T] *+*
- (T MTUIIIIT]
- ¥ K[ ]
"*“bash
# [T
ping -s 1472 -M do 192.168.10.3 # [111J -S[I1]

#### 5. 11D *ok
-0 /NATOIIII Connection Tracking[ITTTTTT]
- **D:ED **D
- 111 A/BIID  NATIIIIIIN TCPIT]  5-30[T]



### [T .

#### (11111
1. (I 4]
“““bash
sudo tcpdump -i any host 192.168.1.64 and port 8988 -w /tmp/server_response.pcap

- (T TTTIIT

2. I 4]
" “bash
tcpdump -i any host 192.168.10.3 and port 9988 -w /tmp/device_receive.pcap

ANENEN

#### (11111
1. #1110 gl
" “bash
# 1111110
traceroute -n -T -p 9988 192.168.1.64

2. P gall
" “bash
# [(TTTITTIIITITII
nc -zv 192.168.1.64 9988

AN

#### [TIIII0
1. 110 A/B[IT] *4J
- [ NATIIIIIIT]
"7 cisco
'T0  Cisco[IIT]
ip nat inside source static tcp 192.168.1.64 9988 192.168.10.3 8988
ip nat outside source static tcp 192.168.10.3 8988 192.168.1.64 9988

ANRNEN

- [0 ACLOIIIIIT]
2. {1 4]

-[M 9988

- IIIIII1O Windows/Linux/[T] OS[]
### 1T o

#### 1. NAT/[IIOD  **
- (117 BOTITITITIT



1] IP:8988 —» 192.168.10.3:8988

ANENEN

- [0 AT

#HFHHH 2. *ok
" “bash
# I
sudo iptables -A OUTPUT -p tcp --sport 8988 -j ACCEPT

#### 3. I Hok
- [1111 MTUIDD 15001111
" “bash
# [T

ifconfig ethO mtu 1400

ANENEN

- [ NATIIITIIIIT] 11D
#HEH#H# 4. T Hok
- 110 TCPIIIII RSTID
“*“bash

sudo tcpdump -i any 'tcp[tcpflags] & (tcp-rst) '= 0!

-0 UDPIIIIITIT]

### 11D *ok
1. =TT gall
" “bash
mtr -n --tcp --port 9988 192.168.1.64
2. *NATIIT el
- U] NATLIT]
"7 cisco
show ip nat translations
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